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Aerodynamic characteristics
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Model Frequency
[Hz] Voltage [V] 

Power
Consumption 

[W]

Current 
[A] R.p.m. Maximum air 

flow [m3/h]
Sound Pressure 

Level [dBA]*
Weight 

[kg]

VENTS 100 LD 50 220-240
14 0.085 2300 88 33 0.60

VENTS 100 LD (220 V/60 Hz) 60 220
VENTS 100 LD turbo 50 220-240

16 0.1 2300 115 36 0.68
VENTS 100 LD turbo (220 V/60 Hz) 60 220

VENTS 100 LD (127-220 V/60 Hz) 60
127 10 0.115

2500 82 33 0.60
220 9 0.054

VENTS 100 LD 12 50 12 14 1.5 2200 77 32 0.59
VENTS 120 LD 50 220-240

16 0.1 2400 161 34 0.74
VENTS 120 LD (220 V/60 Hz) 60 220
VENTS 120 LD turbo 50 220-240

24 0.105 2400 203 36 0.84
VENTS 120 LD turbo (220 V/60 Hz) 60 220
VENTS 125 LD 50 220-240

16 0.1 2400 167 34 0.74
VENTS 125 LD (220 V/60 Hz) 60 220
VENTS 125 LD turbo 50 220-240

24 0.105 2400 209 36 0.84
VENTS 125 LD turbo (220 V/60 Hz) 60 220

VENTS 125 LD (127-220 V/60 Hz) 60
127 16 0.119

2400 172 35 0.74
220 15 0.102

VENTS 125 LD 12 50 12 16 1.7 2300 149 33 0.72
VENTS 150 LD 50 220-240

24 0.13 2400 265 37 0.96
VENTS 150 LD (220 V/60 Hz) 60 220
VENTS 150 LD 
(127-220 V/60 Hz) 60

127 25 0.338
2350 240 37 0.96

220 25 0.175
VENTS 150 LD 12 50 12 29 2 2300 236 36 0.92

Technical data

Overall dimensions

Model
Dimensions [mm]

Ø D B H L L1

VENTS 100 LD 100 152 120 126 30
VENTS 100 LD1 100 152 120 111 30
VENTS 120 LD 120 177 140 129 34
VENTS 125 LD 125 177 140 135 34
VENTS 125 LD1 125 177 140 116 34
VENTS 150 LD 150 206 165 154 36

Certificates

Mounting example

The fans meet the applicable safety and electromagnetic compatibility standards.

*Sound pressure level measured in free space at a distance of 3 meters from the fan.


