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IZJAVA O SVOJSTVIMA  
DECLARATION OF PERFORMANCE 

003-CPR-2014 

1. Jedinstveni identifikacijski kod vrste proizvoda: Unique identification code of the product 
type: 

Vrsta protupožarne zaklopke: 
KWP-O-E, KWP-O-S 

Požarna otpornost klasificirana sukladno sa     
EN 13501-3:2005+A1:2009 

EI 120 (ve ho i ↔ o) S 

Fire damper type:  
KWP-O-E, KWP-O-S 

fire resistance classification according  
to EN 13501-3:2005+A1:2009 

EI 120 (ve ho i ↔ o) S 

2. Namjena/namjene: Intended use/es: 

Protupožarna zaklopka namijenjena za 
korištenje u ventilaciji kućanstva (opća 
ventilacija) na mjestima gdje ventilacijska 
instalacija prolazi kroz građevinske 
pregrade koje imaju specifičnu 

vatrootpornost s mogućnošću montaže 
u setovima – maksimalne ukupne površine 
6,0 m2. 
Njegova se funkcija sastoji u sprječavanju 
širenja vatre i dima kroz ventilacijske 
instalacije održavanjem cjelovitosti i/ili 

izolacije i/ili propuštanja dima. 
Protupožarne zaklopke KWP-O-E(S)-Ex (u 
protueksplozijskoj izvedbi) pružaju visoku 
razinu sigurnosti i namijenjene su za 

uporabu na mjestima gdje postoji mogućnost 
nastanka eksplozivne atmosfere uzrokovane 
plinovima, pare, maglice i mješavine zraka i 

prašine. Izjava o sukladnosti br. 007-CE-
2016 

Fire damper designed for use in household 
ventilation (general ventilation) in places 
where ventilation installation is going 
through construction baffles which have 
specific fire resistance with the possibility of 

assembling  
in sets - with a maximum total area of 6.0 
m2.  
Its function consists in prevention of fire and 
smoke spread through ventilation 
installations by maintenance of integrity 

and/or insulation and/or smoke leakage. 

KWP-O-E(S)-Ex cut-off fire dampers (in 
explosion-proof execution) provide the high 
safety level and are designed to be used in 

the places, in which there is possibility of the 

explosive atmosphere occurrence, caused by 
gases, vapours, mists and air-dust mixtures. 
Declaration of confromity No. 007-CE-2016 

3. Proizvođač Manufacturer: 

SMAY Sp. z o. o.  
Podłęże 678,  
32-003 Podłęże, Poland 

4. Ovlašteni predstavnik: 
Authorized representative:  

nije primjenjivo not applicable 

5. Sustav(i) AVCP-a: System/s of AVCP: 

Sustav 1 System 1 

6. Harmonizirani standard: Harmonized standard: 

EN 15650:2010 EN 15650:2010 

Prijavljeno tijelo/a: Notified body/ies: 

Instytut Techniki Budowlanej 

Odjel za certificiranje 
ul. Filtrowa 1, 00-611 Warszawa - Poljska 
Prijavljeno tijelo br. 1488 
Br. Potvrda o stalnosti svojstava: 
1488-CPR-0444/W 

Instytut Techniki Budowlanej  

Certification Department 
ul. Filtrowa 1, 00-611 Warszawa -  Poland 
Notified body No. 1488 
No. Certificate of constancy of performance: 
1488-CPR-0444/W 
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7. Deklarirana izvedba / Declared performance: 

  

8. Performanse gore navedenog proizvoda u 
skladu su s deklariranim performansama. 

The performance of the product identified 
above is in conformity with the set  
of declared performance/s. 

Ova izjava o svojstvima se izdaje sukladno 
Regulativi (UE) nr 305/2011 i u potpunoj je 
nadležnosti gore navedenog proizvođača. 

This declaration of performance is issued,  
in accordance with Regulation (EU)  
No. 305/2011, under the sole responsibility 
of the manufacturer identified above. 

  

Za proizvođača i u njegovo ime potpisao: 

Signed for and on behalf of the manufacturer by: 

  

Direktor Sustava kvalitete 

Quality Systems Director 

  

  

mgr inż. Piotr Dąbrowski 

Podłęże, 20.02.2023  

Mjesto i datum izdavanja 

place and date of issue 

 

Bitne karakteristike proizvoda  

Essential characteristics of the product 

Performance  

Performance 

Nazivni uvjeti aktivacije/osjetljivost / Nominal activation conditions/sensitivity 

Nosivost osjetnog elementa / Sensing element load bearing capacity prošlo / pass 

Temperatura odziva osjetnog elementa / Sensing element response temperature prošlo / pass 

Kašnjenje odgovora (vrijeme odgovora)/ Response delay (response time) 

Vrijeme zatvaranja / Closure time prošlo  / pass 

Radna pouzdanost / Operational reliability 

Ciklusi otvaranja/zatvaranja / Cycling C 50, < 120 s 

Požarna otpornost / Fire resistance 

Integritet / Integrity E 120 

Izolacija / Insulation EI 120 

Curenje dima / Smoke leakage 
ES 120 

EIS 120 

Mehanička stabilnost (s obzirom na nepropusnost) / 
Mechanical stability (under E) prošlo  / pass 

Održavanje presjeka (s obzirom na nepropusnost) / 

Maintenance of the cross section (under E) prošlo  / pass 

Trajnost vremenskog odgovora / Durability of response delay 

Reakcija senzora na temperaturu i pouzdanost / 
Sensing element response to temperature and load bearing capacity prošlo  / pass 

Trajnost operativne pouzdanosti / 

Durability of operational reliability 
KWP-O-S KWP-O-E 

Testovi ciklusa otvoreno/zatvoreno / 

Open and closing cycle tests 
C 300, < 120 s C 10 000, < 120 s 


