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IZJAVA O SVOJSTVIMA 
DECLARATION OF PERFORMANCE 

017-CPR-2017 

1. Jedinstvena indentifikacijska oznaka vrste 
proizvoda: 

Unique identification code of the product 
type: 

Višelamelna protupožarna zaklopka tip 
WKP-O 

Multi blade fire damper type WKP-O 

Požarna otpornost klasificirana sukladno sa 
EN 13501-3:2005 + A1:2009 

EI 120 (ve i ↔ o) S 

EI 90 (ve i ↔ o) S 
E 120 (ve i ↔ o) S 
EI 120 (ve o → i) S 

fire resistance classification according  
to EN 13501-3:2005  + A1:2009 

EI 120 (ve i ↔ o) S 

EI 90 (ve i ↔ o) S 
E 120 (ve i ↔ o) S 
EI 120 (ve o → i) S 

2. Namjena: Intended use/es: 

Višelamelna protupožarna zaklopka tip WKP 
namjenjena je za upotrebu u sustavima 
generalne ventilacije na mjestima gdje 
instalacija ventilacije prolazi kroz 
konstrukcijske pregrade koje imaju 
specifičnu otpornost na vatru. Njezina 
funkcija se sastoji od sprečavanje širenja 

vatre i dima kroz instalacije ventilacije 
održavanjem cjelovitosti i/ili izolacije i/ili 
sprečavanjem curenja dima.  

Multi blade fire damper designed for use  
in household ventilation (general 
ventilation) in places where ventilation 
installation is going through construction 
baffles which have specific fire resistance.  
Its function consists in prevention of fire and 
smoke spread through ventilation 

installations by maintenance of integrity 
and/or insulation and/or smoke leakage. 

3. Proizvođač: Manufacturer: 

SMAY Sp. z o.o. 
Podłęże 678,    

32-003 Podłęże, Poland 

4. Ovlašteni predstavnik: Authorized representative: 

Nije primjenjivo not applicable 

5. Sustav ili sustavi ocjenjivanja i provjere 
stalnosti svojstva građevinskog proizvoda: 

System/s of AVCP: 

Sustav 1 System 1 

6. Harmonizirani standard: Harmonized standard: 

EN 15650:2010 EN 15650:2010 

Naziv ovlaštenog tijela: Notified body/ies: 

Centrum Techniki Okrętowej S.A. 
ul. Szczecińska 65, 80-392 Gdańsk 

Broj ovlaštenog tijela:  2434 
Broj Ceritifikata o sukladnosti: 
2434-CPR-0283 

Centrum Techniki Okrętowej S.A. 
ul. Szczecińska 65, 80-392 Gdańsk 

Notified body No. 2434 

No. Certificate of constancy of performance: 

2434-CPR-0283 
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7. Deklarirane performanse / Declared performance: 

Osnovna svojstva proizvoda 
Essential characteristics of the product 

Performanse 
Performance 

Nominalni uvjeti aktivacije (osjetljivost) / Nominal activation conditions (sensitivity) 

Temperatura aktiviranja senzora /  

Sensing element response temperature 
prošlo / pass 

Osjetljivost senzora / Sensing element load bearing capacity prošlo / pass 

Kašnjenje odgovora (vrijeme odgovora) / Response delay (response time) 

Vrijeme zatvaranja / Closure time ≤ 2 min 

Radna pouzdanost / Operational reliability 

Ciklusi otvaranja/zatvaranja / Open/closure cycling C 50, < 120 s 

Požarna otpornost / Fire resistance 

Integritet / Integrity ve: E 120 

Izolacija / Insulation 

ve: EI 120 horizontalna os rotacije lamele 

ve: EI 120 horizontal damper blade action 

 

ve: EI 90 horizontalna ili vertikalna os rotacije lamele 

ve:  EI 90 horizontal or vertical damper blade action 

Curenje dima / Smoke leakage 

ve: EIS 120 horizontalna os rotacije lamele 

ve: EIS 120 horizontal damper blade action 

 

ve: EIS 90 horizontalna ili vertikalna os rotacije lamele 
ve:  EIS 90 horizontal or vertical damper blade action 

 

ve: ES 120 horizontalna ili vertikalna os rotacije lamele 

ve: ES 120 horizontal or vertical damper blade action 

Mehanička stabilnost (s obzirom na nepropusnost) / 

Mechanical stability (under E) 
prošlo / pass 

Održavanje presjeka (s obzirom na nepropusnost) / 

Maintenance of the cross section (under E) 
prošlo / pass 

Trajnost vremenskog odgovora / Durability of response delay 

Reakcija senzora na temperaturu i pouzdanost / 

Sensing element response to temperature and load bearing capacity 
prošlo / pass 

Trajnost operativne pouzdanosti / Durability of operational reliability 

Testovi ciklusa otvoreno/zatvoreno / Open and closing cycle tests C 300, < 120 s 
 

8. Performanse gore navedenog proizvoda u 
skladu su s deklariranim performansama. 

The performance of the product identified 

above is in conformity with the set  
of declared performance/s. 

Ova izjava o svojstvima se izdaje sukladno 
Regulativi (UE) nr 305/2011 i u potpunoj je 
nadležnosti gore navedenog proizvođača. 

This declaration of performance is issued,  
in accordance with Regulation  
(EU) No. 305/2011, under the sole 

responsibility of the manufacturer identified 
above. 

  

Za proizvođača i u njegovo ime potpisao: 

Signed for and on behalf of the manufacturer by: 

  

Direktor Sustava kvalitete 
Quality Systems Director 

  

  

mgr inż. Piotr Dąbrowski 

Podłęże, 25.08.2022  

Mjesto i datum izdavanja  

place and date of issue 
 


