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IZJAVA O SVOISTVIMA
DECLARATION OF PERFORMANCE
024-CPR-2017

Jedinstvena indentifikacijska oznaka vrste proizvoda:

Dimoodvodna zaklopka tip WKP-P namijenjena
za koristenje u sustavima za kontrolu dima i
topline s jednom ili viSe zona.

Namjena:

Dimoodvodna zaklopka tip WKP-P namjenjena je za
upotrebu za sustave kontrole dima i topline u jednoj ili
viSe zona kao komponenta tla¢no diferencijalnog
sustava kontrole dima ili topline.

Proizvodac:

SMAY Sp. z 0. 0.
ul. Cieptownicza 29,
31-587 Krakoéw, Poland

Ime ovlastenog predstavnika:
nije primjenjivo
Sustav ili sustavi ocjenjivanja i provjere stalnosti

svojstava gradevinskog proizvoda:
Sustav 1

Harmonizirani standard:

EN 12101-8:2011

Naziv i identifikacijski broj ovlastenog tijela:

Centrum Techniki Okretowej S.A.
ul. Szczecinska 65, 80-392 Gdansk
Numer identyfikacyjny: 2434
Broj certifikata o sukladnosti:
2434-CPR-0015

Unique identification code of the product type:

Smoke control damper WKP-P type used
in single- and multi-compartment smoke and
heat control systems

Intended use/es:

smoke control damper WKP-P type is intended to use
in single- and multi-compartment smoke and heat
control systems, as a component of pressure
differential system or smoke and heat control system

Manufacturer:

SVAV

VENTILATION SYSTEMS =2

Authorized représentative:
not applicable

System/s of AVCP:

System 1

Harmonized standard:

{

EN 12101-8:2011

Notified body/ies:

Centrum Techniki Okretowej S.A.

ul. Szczecinska 65, 80-392 Gdansk

Notified body No. 2434

No. Certificate of constancy of performance:
2434-CPR-0015
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7. Deklarirane performanse / Declared performance:

Dimoodvodna zaklopka tip WKP-P namijenjena za koriStenje u jednozonskim sustavima kontrole dima i topline /
Smoke control damper WKP-P type used in single-compartment smoke and heat control systems

Osnovne karakteristike proizvoda
Essential characteristics of the product

Zadana razina i/ili klasa /
Mandated levels and/or classes

Rezultat
Assessment

Nominalni uvjeti aktivacije /osjetljivost /

Eec0120 (Ve i e 0) S 1000 CacoAA

proslo / pass

Nominal activation conditions / sensitivity single

Odgoda aktivacije (vrijeme odziva) / Response delay (response time) <60s proslo / pass
Trajnost operativne pouzdanosti / Durability of operational reliability <120s proslo / pass
Vatrootpornost / Fire resistance

Integritet / Integrity Eec0120 proslo / pass
Izolacija / Insulation - -
Propustanje dima / Smoke leakage Eeco S 120 proslo / pass

Mehanicka stabilnost (u odnosu na E) /
Mechanical stability (in the scope of E)

proslo / pass

Odrzavanje popreénog presjeka (u odnosu na E) /
Maintenance of the cross section (in the scope of E)

proslo / pass

Visoka radna temperatura / high operating temperature

NPD

Trajnost / Durability

Trajnost odgode aktivacije /Durability of response delay

proslo / pass

Trajnost pogonske pouzdanosti / Durability of operational reliability

300 ciklusi /cycles
<120s

proslo / pass

Dimoodvodna zaklopka tip WKP-P namijenjena za kori$tenje u visezonskim sustavima kontrole dima i topline /
Smoke control damper WKP-P type used in multi - compartment smoke and heat control systems

Osnovne karakteristike proizvoda
Essential characteristics of the product

Zadana razina i/ili klasa /
Mandated levels and / or classes

Rezultat
Assessment

Nominalni uvjeti aktivacije / osjetljivost /
Nominal activation conditions / sensitivity

EI 120 (Vew-i + 0) S 1000 Cic000AA
multi

EI'90 (Vew- i +» 0) S 1500 Cio000AA multi

proslo / pass

Odgoda aktivacije (vrijeme odziva) / Response delay (response time)

<60s

proslo / pass

Trajnost operativne pouzdanosti / Durability of operational reliability

| <120s

proslo / pass

Vatrootpornost / Fire resistance

Integritet / Integrity

E 90 (maksimalni podtlak 1500 Pa /
max. negative pressure1500 Pa)
E120 (maksimalni podtlak 1000 Pa /
max. negative pressure 1000 Pa)

proslo / pass

Izolacija / Insulation

E1 90 (maksimalni podlak 1500 Pa /
max. negative pressure1500 Pa)
EI120 (maksimalni podtlak 1000 Pa /
max. negative pressure 1000 Pa)

proslo / pass

Propustanje dima / Smoke leakage

EIS 90 (maksimalni podtlak 1500 Pa /
max. negative pressure1500 Pa)
EIS120 (maksimalni podtlak 1000 Pa /
max. negative pressure 1000 Pa)

proslo / pass

Mehaniéka stabilnost (u odnosu na E) /
Mechanical stability (in the scope of E)

proslo / pass

Odrzavanje popre¢nog presjeka (u odnosu na E) /
Maintenance of the cross section (in the scope of E)

proslo / pass

Visoka radna temperatura / high operating temperature

NPD

Trajnost / Durability

Trajnost odgode aktivacije /Durability of response delay

proslo / pass

Trajnost pogonske pouzdanosti / Durability of operational reliability

10 000 ciklusi/cycles
<120s

proslo / pass
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8. Performanse gore navedenog proizvoda u skladu su s The performance of the product identified above is in
deklariranim performansama. conformity with the set of declared performance/s.
Ova izjava o svojstvima se izdaje sukladno Regulativi This declaration of performance is issued, in accordance
(EU) br. 305/2011 i u potpunoj je nadleznosti gore with Regulation (EU) No. 305/2011, under the sole
navedenog proizvodaca. responsibility of the manufacturer identified above.

Za proizvodaca i u njegovo ime potpisao:
Signed for and on behalf of the manufacturer by:

Dyrektor Zarzgdzania Jakoscia
Quality Systems Director

mgr inz. Piotlr Dgbrowski

Krakéw, 29.09.2020

Mjesto i datum izdavanja
place and date of issue

Ovaj dokument je prvi put izdan 16.10.2017. (azuriran 23.10.2017, 29.08.2018, 25.06.2020, 29.09.2020).
This document was first issued on 16.10.2017 (updated on 23.10.2017, 29.08.2018, 25.06.2020, 29.09.2020).
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